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All reactive waste management operations at the facility are conducted and are under
the management of ATK. The reactive waste management process is described in
the following text.

Facility Description

The ATK Promontory facility is located in a remote area of west Box Elder County,
Utah, approximately 30 miles northwest of Brigham City, and approximately 11 miles
north of the Great Salt Lake. The facility was purchased by Thiokol in 1956, with the
exception of a 1,500-acre tract that was sold to the U.S. Air Force in 1958 and then
repurchased in 1995. The facility has been held in its entirety since purchase.

ATK Launch Systems conducts thermal treatment of reactive hazardous wastes at two
treatment units: (1) the main facility, M-136, located centrally to the two main
manufacturing sites; and (2) M-225 located in a remote development location called
Plant III.

M-136 is the primary treatment area for conducting open burning at the Promontory
facility. Open detonation is also conducted at M-136 which is a secured fenced facility
within the main facility fence.

The M-225 treatment area receives small amounts of the reactive hazardous waste
materials from the Plant III propellant development area. The M-225 treatment unit is
surrounded with an 8-foot high chain link fence. The waste materials are treated via
open burning or open detonation.

The M-136 and M-225 treatment areas are fenced and are located within a controlled and
fenced facility that is patrolled and maintained by a security department. The treatment
areas have warning signs posted around the perimeter. The vegetation is controlled within
the treatment areas through application of herbicide and putting in place loads of gravel
and road base. Surrounding both treatment areas are a large system of fire breaks that are
constructed using large equipment to till and cultivate a large strip of land removing any
vegetation. The system of fire breaks are designed to contain a fire within its boundaries.

Contained within the boundaries of the M-136 treatment area are twelve former surface
impoundments called Liquid Thermal Treatment Areas (LTTAs). These impoundments
were used for the disposal of hazardous waste and wastewater and then capped and closed.
The units are currently under post closure care and managed through a Post Closure Permit
which includes requirements for groundwater monitoring and corrective action. The Post-
Closure groundwater monitoring program includes all wells around the M-136 and M-225
treatment areas as part of the groundwater monitoring system. These wells are routinely
monitored thorough the permit requirements which includes the Sampling and Analysis
and Quality Assurance Plans.

The Promontory facility is located in the Blue Spring Valley which is bounded on the
east by the Blue Spring Hills and on the west by Engineer Mountain and the
Promontory Mountain ranges. Within the Blue Spring Valley, the terrain is
characterized by topography that slopes down from the mountain crest at an elevation
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of approximately 6,050 feet above mean sea level (AMSL) toward the center of the
Blue Creek Valley at an elevation of 4,250 feet AMSL. As a result, the surrounding
environment extending out to 6.2 miles (10 kilometers) from both treatment units can
be characterized as complex terrain.

GEOLOGY

The ATK facility is located in the Southern Blue Creek Valley, northwest of the Salt
Lake Valley, which is the eastern most structural valley of the Basin and Range
physiographic province, which includes parts of Utah, Idaho, Nevada, Arizona, and New
Mexico. The Basin and Range province consists of a number of north-south aligned
mountain ranges and valleys bounded by high-angle normal faults. The Blue Creek
Valley, in which ATK is located, is bounded on the east and west by the Blue Springs
Hills and the Engineer and Promontory Mountain ranges, respectively. Movement along
the faults has displaced the mountains upward relative to the adjacent valley. Likewise,
the mountains immediately west of ATK are bounded on their eastern margin by one or
more faults which are partly buried by recent deposits.

Bedrock, composed of Middle Paleozoic shale, sandstone, and limestone, is exposed in
the ranges adjacent to the site. The bedrock is highly fractured with some folding.

During the Mississippian and Permian Periods, marine sediments consisting of sand, clay,
and calcareous detritus were deposited in shallow marine environments. In the late
Cretaceous Period, compressional forces from the west resulted in folding and thrust
faulting in conjunction with uplift of the region into mountain ranges. Extensive jointing
and fracturing of the bedrock were caused by this folding and faulting episode. Tensional
stresses in the early to middle Tertiary Period resulted in north south trending normal
faults that formed a series of high linear mountain ranges with intervening basins which
received sediment from adjacent highlands. This activity was associated with volcanism
and ancient lake deposition.

In the late Tertiary Period, a series of geologic units tentatively identified as the Salt Lake
Group were formed from deposition of sediments in large lakes which developed within
the valleys. These lake deposits are composed primarily of silts and clays with minor
amounts of sand and gravel and are characterized by low to moderate permeabilities;
extensive deposits of volcanic ash are also present in the Salt Lake Group. The alluvial
fan deposits were overlapped by more recent lake sediments of Pleistocene Lake
Bonneville, the predecessor to the present Great Salt Lake. Lake Bonneville covered
much of western Utah and parts of Idaho and Nevada between about 23,000 and 12,000
years ago. Deposits associated with the lake consist of lakebed and alluvial materials
reworked by lake bottom and shoreline processes. Lake Bonneville sediments thicken
southward.

The most recent sedimentary deposits consist of stream alluvium and mud and debris
flows. The stream alluvium consists primarily of silty and clayey sand and gravel. The
mud and debris flow deposits are characterized by a broad gradation of sediments from
clay-size fines to boulders as large as 3 feet in diameter.

HYDROGEOLOGY
Ground water in Blue Creek Valley occurs under unconfined and confined conditions.
These two conditions exist in fractured and faulted bedrock, lake clays and gravels,
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unconsolidated alluvium, gravel, and sandy deposits. Precipitation, surface water
infiltration, and plant discharges that infiltrate into sediments may migrate slowly,
vertically, and horizontally to form perched water tables above the 50- 150-foot depth of
the regional water zone. The perched ground water may eventually migrate to the deeper
regional system. The regional system ranges from 50- 600 feet in depth depending on the
topographical location. Blue Creek may recharge shallow aquifers in the center of the
Blue Creek Valley. The direction of movement within the faulted and fractured bedrock
will be controlled by the connection of faults and fractures. Regionally, the ground water
flow trend is from north to south. Depth to groundwater at the M-136 treatment units is
an average 300 feet. Depth to groundwater at the M-225 treatment unit is 600 feet.

The ground water quality in Blue Creek Valley is generally poor due to naturally
occurring chlorides and total dissolved solids. Levels of dissolved solids range from 400
to over 12,000 mg/l. The quality of ground water depends upon the sediments, which it
has contacted. Quality is quite good in local, up gradient areas of water recharge, but
degrades rapidly as it moves from mountain to the valley axis. High levels of total
dissolved solids in lowland areas are probably due to slow migration through Tertiary
sediments. Down gradient from the ATK sites, quality deteriorates rapidly as it enters the
mudflats of the Great Salt Lake.

CLIMATE

ATK has a 10-meter meteorological tower and instruments to measure and record air
temperature, barometric pressure, relative humidity, solar radiation, precipitation, vertical
and horizontal wind speed, and direction.

The ATK plant site is classified as semiarid, with an average annual total precipitation of
14.88 inches at the ATK meteorology station. During the winter months, the average total
snowfall amounts to 24 inches. Precipitation typically occurs on 95 days out of the year
(includes trace precipitation). During the year, it would be expected that 35 percent of the
days would be clear, 30 percent of the days would be partly cloudy, 34 percent would be
cloudy, and fog would be expected to occur about 1 percent of the time. According to
interpreted weather data for the ATK facility, the 25-year storm with 24-hour duration
would result in 2.4 inches of precipitation.

Evaporation rates are high throughout the year, with the Great Salt Lake averaging 66 in.
a year. The average area evapotranspiration rate is 46.6 inches. The consistently low
precipitation and high evaporation allow little if any percolation into subsurface soils.

The average annual temperature in the ATK Promontory area is in the 45 to 50 degree
range, with generally hot, dry summers. Relative humidity averages between 20 and 30
percent during summer afternoons. Nights are usually cool, but daytime maximums
occasionally exceed 100 degrees F. On clear nights, cold air usually drains from the
slopes of the adjacent ranges and accumulates on the valley floor, while the foothills and
bench areas, such as at ATK, remain relatively warm. The average daily temperature
ranges from about 11 to 32 degrees F in January and from about 54 to 91 degrees F in
July.

On an annual basis, the winds for the valley tend to prevail from the north during the
earlier morning hours and south to southeast, averaging about 10 mph, during the
afternoon.
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11.2

11.3

Blue Creek is the only perennial stream in the valley drainage basin and is the closest
water body to the M-136 treatment unit. Blue Creek originates some 15 miles north of
the Promontory facility from a warm saline spring, which flows along the western
boundary of the facility.

The Promontory area is characterized as a very sparsely populated rural region, with
primarily dry farms and ranching activities. Low growing perennial grasses and shrubs
characterize the vegetation in the area. The ecological habitat found at the Promontory
facility includes many head of mule deer and large populations of various birds, rabbit,
and predator species.

WASTE CHARACTERIZATION

Wastes will be characterized to identify hazardous properties to ensure they are
properly managed. The Waste Analysis Plan (see Attachment 1) will be used to
characterize and classify reactive wastes.

REACTIVE WASTE DESCRIPTION

The primary products produced at the facility include solid rocket motors, military and
aviation flares, and high explosive/high energy compounds. Solid rocket motors are
typically cast with composite propellants. Composite propellants are classified as a
DOT 1.3 material, and typically contain a non-explosive liquid binder mixed with
aluminum powder and ammonium perchlorate. Flares are generally classified as a
DOT 1.3 material, and typically contain an inert binder, a metal powder, and an
oxidizer. High explosive compounds are generally classified as DOT 1.1 material and
are generally nitramine compounds developed for specific military requirements.
Reactive wastes are produced from the manufacturing process include, but are not
limited to the following: cured and uncured propellants; rocket motors; small initiating
devices; explosives articles, propellant scrap; and explosive ingredients such as HMX,
RDX, CL-20, explosive contaminated metal powders such as aluminum and
magnesium and oxidizers such as ammonium perchlorate and potassium perchlorate.
The facility also contains both quality assurance and research and development
laboratories. The quality assurance laboratories generate wastes similar to
manufacturing wastes. The Research and Development laboratories generate a small
quantity, but a wide variety of both explosive compounds and precursors to explosive
compounds.

Reactive wastes are characteristic hazardous wastes for reactivity (D003). Nearly all of
the reactive wastes are reactive due to the presence of propellants and explosives.

Some reactive wastes, such as those from laboratory operations, may contain solvents
which would also be a listed waste defined by R315-2 of the UAC. Wastewater
treatment sludge generated from the processing of explosives is a K044 listed
hazardous waste. Reactive wastes also include materials such as rags, gloves, other
personal protective equipment, plastics, rubber and paper contaminated with explosive
materials during the manufacturing process.

Reactive wastes may also be received from off-site sources. With one exception, off-
site wastes are rocket motors, propellants or explosives with similar formulations and
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ingredients to those generated on site. The exception is wastes received from Autoliv
Automotive Safety Products Inc. (Autoliv) which are generally DOT Class 1.3
materials containing compounds similar in nature to flare products. Ingredients include
oxidizers (e.g. ammonium nitrate, copper nitrate, potassium nitrate, strontium nitrate
and potassium perchlorate), reactive metal powders (e.g. boron, zirconium, aluminum
and magnesium), nitrogen rich fuels (e.g. tetrazole or triazole compounds) and
polyacrylimide binders. Many of the Autoliv products were initially developed at
Promontory when Thiokol Chemical Corporation operated the site. Autoliv and ATK
are co-located, and a working relationship continues between the two companies,
which includes open burning reactive wastes generated by Autoliv that can’t be
commercially disposed.

REACTIVE WASTE GENERATION AND COLLECTION

ATK uses a variety of containers to store reactive wastes at the Facility. The standard
containers used at the Facility are described in this section. However, due to the nature
of our business, new types of containers may be required in the future, and can’t be
described in this application. To ensure that all containers are safe to use, containers
will be selected using the DOD Contractor’s Safety Manual for Ammunition and
Explosives (DOD 4145.26-M). All containers for reactive waste that are currently
used, or will be used in the future, will meet the DOD 4145.26-M requirements.

Operating buildings generating reactive wastes use a variety of collection containers as
described below:

¢ Conductive Containers —Electrically conductive containers are typically bags
made of opaque, volume-conductive carbon-impregnated polyolefin or
polypropylene. They can be grounded to prevent he build up of static electricity.
The bags are available in a variety of sizes from small containers to large than one
cubic yard. They are typically used to line other containers, but can be used
without an outside container. Typical conductive containers include Velostat®
bags, Velostat® sheet material, and conductive sling bag and Super Sack®
containers.

e Static Dissipative Containers —Static dissipative containers are typically bags
made of a polyethylene material. The material prevents the build-up of static
electricity by continually dissipating the charge. These bags are typically used to
line other containers, but may be used without an outside container. Typical static
dissipative containers include pink poly bags, pink poly sheet material and static
dissipative Cromhmiq™ sack containers.

¢ Fiberboard drums — Wastes may be collected directly into commercially available
30-gallon fiberboard drums. These drums have a removable lid that can be sealed
in place with a locking chime after the drum is filled. Fiberboard drums selected
for this application are approved by DOT for highway transportation of hazardous
materials and can be used to ship these wastes off-site for treatment and disposal.

® Sumps- Explosive contaminated wastewater is collected in sumps at the point of

generation. When appropriate, propellant “chips” and other suspended solids are
filtered out before the wastewater reaches the tank, and when the wastewater is
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pumped out of the tanks. The wastewater is pumped into tanker trucks where it is
treated at M-705 and discharged under a UPDES permit. Filters containing “chips
and other suspended solids are accumulated , and treated and disposed of in
accordance with the applicable hazardous waste management rules.

¢ Other Containers — Large blocks of cured propellant are containerized by wrapping
the waste in plastic and placing it on wood pallets. Ammunition cans are used to
hold initiating and ordnance items. Waste rocket motors are generally large
enough to be their own container. Plastic buckets are used to hold conductive and
static dissipative bags. The buckets are reused and become contaminated with
reactive material. The buckets are cleaned by removing the contaminated material
using a rag. The contaminated rag is then collected for disposal and managed as
directed in UAC 315-5. If a bucket cannot be cleaned, it is managed as a hazardous
waste and treated by open burning. Laboratory waste may come in a variety of
sizes and types of containers such as plastic, metal or glass. DOT containers for
Class 1.1 and 1.3 reactive materials may also be used. A plastic cover secured to a
tray may be used as a container for unburned residue or containers of off-site waste
stored in a tray prior to thermal treatment.

Operating personnel accumulate reactive waste in these containers as it is generated.
When a reactive waste container is full or at the end of an operating shift, it is closed
or sealed as applicable for the container. A hazardous waste label is filled out and
attached to the container. Operators at the buildings that generated the waste enter
pertinent information into the electronic waste tracking system described in Section
11.5.

Most operating buildings that generate reactive waste have an explosive waste
collection area located approximately 50 feet from the operating building. Except as
described below, waste containers are placed in the collection area to facilitate removal
of waste propellant, explosive and reactive wastes from the operating buildings. The
collection sheds are constructed of wood or corrugated metal and are secured to a
concrete floor.

When managing reactive wastes, ATK building operators use the temporary collection
sheds as 90-day or satellite accumulation stations. Reactive wastes are placed in the
collection area either as they are generated or at the end of each operating shift. Waste
containers that are not full at the end of a shift are sealed, a hazardous waste label is
attached to the container and they are moved to the temporary collection area.

Containerized explosive wastes are picked up from the collection location using a
vehicle approved for the transport of explosive wastes. Extreme care is used when
handling all explosive wastes. Wastes are transported directly to either M-629, S-633
for storage, or to the M-136 or M-225 burning ground.

Propellant and explosive operating buildings at the facility, including explosive waste
90-day storage and satellite accumulation areas, are designed and constructed in
accordance with strict federal standards. These standards identify the criteria that must
be used to construct buildings where reactive material will be used and/or stored.
These standards also require that explosive buildings to be separated by sufficient
distance, or a quantity-distance relationship, to prevent an explosive event in one
building from propagating to another building. Quantity-distance rules also control the
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11.5

11.6

location of propellant and explosive operating buildings with regard to public property
(highways, parks, etc,) and private property. All buildings used for temporary storage
of waste explosives, including the temporary storage sheds, are correctly sited with
respect to the applicable quantity-distance rules.

QUANTITY DISTANCE DETERMINATION

The facility uses the Department of Defense (DOD) guidance to calculate quantity
distance relationships. The evaluation was conducted according to NAVSEA OPS5,
Volume 1, Revision 4, Paragraph 11-3.2. The method used to determine safe quantity
distance relationships for both Class 1.1 and 1.3 propellants is provided below.

The quantity distance relationship for Class 1.3 propellant is determined by the following
formula: D = SW"?. Where W is the weight of Class 1.3 propellant and D is the safe
distance. The formula applies to Class 1.3 propellant and Class 1.3 propellant ingredients.
The safe distance is defined as the interline protection for mass fire for Class 1.3
propellant.

The quantity distance relationship for Class 1.1 propellant is determined by the
following formula: D = 18W". Where W is the weight of a Class 1.1 explosive and D
is the safe distance. The formula applies to Class 1.1 propellant and Class 1.1 propellant
ingredients. The safe distance is defined as the unbarricaded interline protection for Class
1.1 propellant.

WASTE TRACKING

ATK maintains an electronic waste tracking record to collect and manage information
about reactive wastes generated at the facility. This tracking system uses a
combination of paper records and an electronic database.

Wastes being accumulated in containers at operating areas within the facility are
labeled and managed in accordance with R315-5 of the UAC for either a satellite
accumulation or less than 90-day hazardous waste storage area. The electronic tracking
system maintains the following information to monitor cradle to grave waste handling
practices:

ID# - container identification number

Date — accumulation date

Building # - identifies where the waste was generated;

RWDI# - identifies the reactive waste disposal instruction

Profile # - identifies the profile

Quantity of PEP — quantity of propellant, explosive or pyrotechnic material ;
Quantity of Contaminated waste - Explosive and total weight of the container;
Material Description — description of the material

Propellant name — describes the propellant by type, program other identifier
Log Date — date logged into the system

The electronic tracking system maintains information on all containers of reactive
waste in 90- day storage at M-136 and M-225. It also tracks the total weight of waste
placed on each burn tray, and the total weight of waste burned on any given day.
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In the event reactive waste is shipped off-site for treatment, the system maintains the
following information: the manifest number, transporters, manifest ship date, and
manifest return date.

In the event the electronic tracking system is not operable, the information will be
tracked using paper copies until the electronic system is operable. In the event this
occurs, ATK will transfer all information to the electronic system within 3 business
days of the system becoming operational again.

REACTIVE WASTE STORAGE

ATK may store hazardous wastes prior to disposal. Solid reactive wastes are stored in
designated facilities as described in this section, and are segregated according to
compatibility requirements.

M-629 - This building can be used to store any of the explosive wastes listed in
Section 11.3. All containers of waste in storage will be closed except when waste is
being added to or removed from the container. Adequate aisle space must be
provided to permit proper container inspection. All containers will be labeled and
managed in accordance with R315-5 of the UAC. This building is equipped with a
fire sprinkler system, which is checked annually. Employees are not permitted to
fight fires inside an explosive storage building. This building is totally enclosed, so
there are no precipitation run-on or run-off concerns.

M136- trays at M-136 can be used to store waste containers prior to treatment subject
to the terms of the Permit. In addition, waste rocket motors may be stored on the
ground at Burn Station 14 prior to treatment subject to the terms of this Permit. All
containers of waste must be closed, labeled and managed in accordance with R315-5
of the UAC.

S-633- This storage pad can be used to store any of the explosive wastes listed in
Section 11.3. All containers of waste in storage will be closed except when waste is
being added to or removed from the container. Adequate aisle space must be
provided to permit proper container inspection. S-633 is approximately 100’ x 100’
in size. It is secured by a perimeter fence, a vehicle access gate that can be locked,
and has the appropriate warning signs for a storage area. It has a road base surface,
and has lighting protection. All waste containers will be labeled, and managed in
accordance with R315-5 of the UAC. This area does not have water immediately
available, and relies on the Fire Department for any emergency action. Employees
are not permitted to fight fires inside a reactive waste storage area. Precipitation run-
on or run-off is prevented by a combination of diversion ditches, collection ditches
and trenches.
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11.8 TREATMENT OF REACTIVE WASTE

11.8.1

11.8.2

The facility utilizes thermal treatment methods to safely dispose reactive hazardous
wastes. Thermal treatment methods include both open burning and open detonation.
Reactive hazard wastes may also be shipped off-site and treated at other permitted
treatment storage and disposal facilities.

OFF-SITE TREATMENT OF REACTIVE WASTE
All hazardous reactive wastes treated off-site will comply with all applicable local,
State and Federal regulations.

ON-SITE TREATMENT

The M-136 and M-225 facilities are thermal treatment units designed to treat reactive
hazardous wastes using open burning or open detonation. Treatment by open burning
at M-136 is limited to a maximum of 125,000, 122,000, or 1,200 pounds per day
depending on the treatment scenario. Thermal treatment scenarios are limited to those
shown in Table 1 below. Treatment by open detonation will be conducted at burn
stations 13 and 14 only, and is limited to 600 pounds per burn station. Figure 11-2
shows the security fence, control bunker, and vehicle access points for M-136.

Treatment by open burning at M-225 is limited to a maximum of 4,500 pounds per day.
Each burn station 1-4 may burn all or a portion of the 4,500 pound limit. Treatment by
open detonation is limited to the 600 pounds per day in the M-225 open detonation
area. Figure 11-2 shows the security fence and vehicle access points for M-225.

The process flow for open burning at both treatment areas is identified below:

1. Pre-planned Activities
2. Placement of Waste in Treatment Units, Wiring and Ignition
3. Post-burn Inspection and Cleanup

The following precautions are used to ensure operator safety while working at the M-
136 and M-225 burn grounds:

1. Emergency egress routes are always maintained while employees are working in
the treatment areas.

2. The firing systems are disabled using an interlock to prevent accidental ignition.

3. Weather conditions are monitored to assure operators are not exposed to risks from
lightning strikes.
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TABLE 1 - ATK Promontory OB/OD Treatment Limit Scenarios
Appendix A, June 2016 HHRA Report

Annual One-Hour Annual
Annual L. ..
Emissions Emissions Emission Max +
Treatment Rates — Rate — Acute One-Hour
Treatment . Rates — . ..
. Scenario . Chronic Exposure Emission
Scenario L Chronic
Description Exposure Max. Rate
Exposure
Max. Ibs/year Max. Ibs/event (or | Ibs/event
) Ibs/day hour or day) (or hr)
OBin 6
Stations — 6,720,000 18,408 96,000
Sz 1,4,7,8,10 and (1,120,000X%6) (3,068X6) (16,000X6) 70
11
M-136 A2 | BN 1S3tat'°” 840,000 2,301 10,000 84
M-136 A3 | OBIM 1S;at'°” 840,000 2,301 16,000 525
OB of large
M-136 B rocket motors 1,500,000 4,110 125,000 12
in Station 14
M-136 c13 | OP" 153tat'°" 50,000 137 600 83.333
M-136c14 | °PM f:at'on 50,000 137 600 83.333
M-225 A | OBinstations 55,000 151 4500 12.222
1 through 4
M-225p | OBinstation1 10,000 27 600 16.666

The Permittee shall not operate more than one treatment scenario at M-136 or M-225 in a

calendar day. One treatment scenario can occur at M-136 and M-225 on the same
calendar day.

11.8.2.1 PRE- PLACEMENT ACTIVITIES
OBOD operations at the facility are a continuous process. Wastes are transported from
the generation areas and brought into the treatment areas on a daily basis. Wastes are
off-loaded and placed in trays and managed under 90-day rules until treatment occurs.
When treatment is completed, the trays are cleaned, inspected and the loading process

begins again. Pre-placement inspections occur during the post-burn inspection and
clean-up phase of the treatment process.

Prior to placing reactive waste for treatment at the OBOD facilities, operators visually
verify the following tasks were completed during post-burn inspection and cleanup

activity:
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1. Any untreated waste and/or unburned residue has been identified, collected and is
being properly managed;

2. Storm water accumulated in the trays has been removed.

3. Trays which do not meet the inspection criteria have been removed from service.

11.8.2.2 PLACEMENT OF WASTE IN TREATMENT UNITS
Reactive hazardous waste is transported to the OBOD facilities using a vehicle which
meets explosive safety requirements. Reactive hazardous waste may be offloaded by
hand or mechanical means including a knuckle boom, forklift, crane, or other
appropriate equipment. Reactive hazardous waste is not collected, transported, or
unloaded during a lighting warning, which is defined as lightning within 30 miles of
the facility. If collection, transportation, or unloading operation has started, the
operation is brought to a safe halt.

Treatment units used to treat and contain waste are listed below but are not limited to,
the following:

e Burn Trays — Metal trays constructed in several different sizes including, 4°X10’,
5°X16’, 8°X8’, and 8°X20’. Typical construction is out of steel plate A36 grade
steel ranging thicknesses of ¥4”, 3/8”, 12, 34”, and 1 inch.

¢ Clamshell Disposal Trays— Used for the disposal of items that have the potential
to be propulsive. Typical construction is a square welded box 1-inch thick, A36
steel plate with a vented lid that enables treatment of potentially propulsive items,
while safely containing the propulsive energy.

¢ Restraining Trays are typically constructed of 1-inch thick A36 steel plate
welded into a square box that is filled with sand. There are several different
designs for restraining trays which include: (1) steel tubes sitting on end in the sand
are used to hold potentially propulsive items which are secured to the tube allowing
the exhaust to vent out of the open end of the steel tubes, and (2) used without steel
tubes where propulsive items are secured at the base for items where the exhaust
will vent from the side of the item.

¢ Small Motor Disposal Vaults— Constructed from a concrete 10x10 foot sump
filled with sand. Small rocket motors such are placed into the sand with the aft end
exposed perpendicular to the ground. Motors are treated with the propulsive force
directed into the concrete sump and the sand.

The vehicle containing hazardous waste is to be parked near the receiving tray with any
side rails lowered to facilitate offloading of the waste. Containers are transferred
directly from the truck and carefully placed into the burn tray. Items to be open
detonated are offloaded from the vehicle by hand, knuckle boom, or by forklift and
then placed on the ground for treatment

Items that have the potential to be propulsive are off-loaded into the clamshell,

sandbox, or small motor disposal vault by hand, knuckle boom, or by forklift. After
offloading, items are restrained using engineered restraints allowing for safe treatment.

11-12



ATK Launch Systems Part B Operational Plan
Promontory Facility Process Information
UTD 009081357 November 2016

11.8.2.3

Potentially propulsive items (e.g. rocket motors) may also be off-loaded into station 14
using the knuckle boom, forklift, or crane. The case may be placed on the ground,
sand/dirt mounds, chocks, or other support media for treatment.

PEP waste which generates ash or residue which is listed or characteristic is segregated
from PEP waste which generates